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{mage generation method and apparatus 





(57) An image processing apparatus (2) is disclosed 
in which input images are processed to generate texture 
map data for texture rendering a generated three-di- 
mensional computer model of object(s) appearing in the 
images. In order to select the portions of the images uti- 



lised, confidence data is generated indicative of the ex- 
tent portions of the surface of a model are visible in each 
of the images. The images are then combined utilising 
this confidence data, where image data representative 
of different spatial frequencies are blended in different 
ways utilising the confidence data. 
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Description 

[0001 ] The present application concerns method and apparatus for the generation of images. I n particular the present 
application concerns method and apparatus for the generation of images of an object from a selected viewpoint from 
5 a plurality of images of the same object from other viewpoints. - 

[0002] It is known to split two-dimensional image data into a number of frequency bands and process the different 
. frequency band images separately. When generating images of three-dimensional objects from a number of different 
view of the same object, it would be desirable to be able to process image data for three dimensional objects in a 
similar way. 

10 [0003] One way of extending the known processing of two-dimensional images would be to process images by: 
projecting data from the available two-dimensional images on to the surface of an object; 

blurring the generated textures across the surface of the three-dimensional object to obtain a low band textured 
surface; 

15 subtracting the original textured surface to obtain the corresponding high band textured surface 

and then blending textured surfaces using the different spacial frequency information for the different bands. 

[0004] However, it is not known how to perform the blurring operation for textures on the surface of a model in an 
efficient and consistent way. An alternative method for generating spacial frequency image data for an image of a 3D 
20 object from a selected viewpoint is therefore required. 

[0005] In accordance with one aspect of the present invention there is provided a method of generating spacial 
. frequency data for a specified view of an object from a plurality of images of said object comprising the steps of: 

splitting available images of an object into a number of bands of spacial frequency information; 
25 projecting the separate bands of spacial frequency information into the specified view; and generating spacial 

frequency data for said specified view utilising said projections. 

[0006] By generating spacial frequency data directly from the available images of an object, a means is provided to - 
ensure a consistent and efficient method of generating high and low frequency data for a selected image, which does 
30 not require a blurring operation for the surface of an object to be determined. 

[0007] In accordance with a further aspect of the present invention there is provided an apparatus for generating 
spacial frequency data for a specified view of an object from a plurality of images of said object composing: 

means for splitting available images of an object into a number of bands of spacial frequency information; 
35 means for projecting the separate bands of spacial frequency information into the specified view; and , 

means for generating spacial frequency data for said specified view utilising said projections. 

[0008] Further aspects and embodiments of the present invention will become apparent with reference to the follow- 
ing description and drawings in which:- 

40 

■ Figure 1 is a schematic block diagram of a first embodiment of the present invention; 

Figure 2 is an exemplary illustration of the position an orientation of six texture maps bounding an exemplary 
subject object; '* 
Figure 3 is a schematic block diagram of the surface texturer of Figure 1; 

Figure 4 is a flow diagram of the processing of the weight determination module of Figure 3; 

so Figure 5 is a flow diagram of processing to determine the visibility of portions of the surface of an object in input 

images; 

Figure 6 is a flow diagram of the processing of visibility scores to ensure relatively smooth variation of the scores; 

55 Figures 7 and 8 are an exemplary illustration of the processing of an area of a model ensuring smooth variation 

in scores; 

Figure 9 is a flow diagram of the generation of weight function data; 
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Figures 1 0A and 10B are an illustrative exampie of a selection of triangles for associated visibility scores and 
generated weight function data; * 

Figure 11 is a schematic block diagram of a texture map determination module; 

5 

Figure 12 is a flow diagram of the processing of low frequency canonical projections; 

Figure 13 is a flow djagram of the processing of high frequency canonical projections; 

10 , y Figure 14 is a schematic block diagram of a surface texturer in accordance with a second embodiment of the 
present invention; 

Figure 15 is a flow diagram of the processing of the canonical view determination module the surface texturer of 
Figure 14; * 

15 '.v : - ■ ' 

Figure 16 is a flow diagram of the processing of high frequency canonical projections in accordance with a third 
embodiment of the present invention; and 

a Figure 17 is a graph illustrating generated blend functions. » - 
20 . . . 

[0009] A first embodiment of will now be described in which a number of generated projected images corresponding 
to the same viewpoints are combined to generate composite texture map data for texture rendering a 3D computer 
model of object(s) appearing in the images. 

25 First Embodiment ' 1 

• ■ •; * 

[001 0] Referring to Figure 1 , an embodiment of the invention comprises a processing apparatus 2, such as a personal 
computer, containing, in a conventional manner, one or more processors, memories, graphics cards etc., together with *•* 
a display device 4, such as a conventional personal computer monitor,- user input devices 6, such as a keyboard, mouse 4- 
30 etc. and a printer 8. 

* [001 1] . The processing apparatus 2 is programmed to operate in accordance with programming instructions input, 
for example, as data stored on a data storage medium, such as disk -12, and/or as a signal 14 input to the processing 
apparatus 2, for example from a remote database, by transmission over a communication network (not shown) such 
as the Internet or by transmission through the atmosphere, and/or entered by a user via a user input device 6 such as 

35 a keyboard. .-..»«- 
[0012] As will be described in more detail below, the programming instructions comprise instructions to cause the 
processing apparatus 2 to become configured to process input data defining a plurality of images of a subject object 
recorded from different view points. The input data then is processed to generate data identifying the positions and 
orientations at which the input images were recorded. These calculated positions and orientations and the image data 

40 are then used to generate data defining a three-dimensional computer model of the subject object. 

, [0013] When programmed by the programming instructions, processing apparatus 2 effectively becomes configured 
into a number of functional units for performing processing operations. Examples of such functional units and their 
interconnections are shown in Figure 1 . The units and interconnections illustrated in Figure 1 are, however, notional 
and are shown for illustration purposes only to assist understanding; they do not necessarily represent the exact units 

45 and connections into which the processor, memory etc. of the processing apparatus 2 become configured. 

[0014] Referring to the functional units shown in Figure 1 , a central controller 20 processes inputs from the user input 
devices 6, and also provides control and processing for the other functional units. Memory 24 is provided for use by 
central controller 20 and the other functional units. 

[001 5] Data store 26 stores input data input to the processing apparatus 2 for example as data stored on a storage 
so . ^device, such as disk 28, as a signal 30 transmitted to the processing apparatus 2, or using a user input device 6. The 

input data defines a plurality of colour images of one or more objects recorded at different positions and orientations. 

In addition, in this embodiment, the input data also includes data defining the intrinsic parameters of the camera "which 
•recorded the images, that is, the aspect ratio, focal length, principal point (the point at which the optical axis intersects 

the imaging plane), first order radial distortion coefficient, and skew angle (the angle between the axes on the pixel 
55 grid; because the axes may not be exactly orthogonal). 

[001 6] The input data defining the input images may be generated for example by downloading pixel data from a 

digital camera which recorded the images, or by scanning photographs using a scanner (not shown). The input data 

defining the intrinsic camera parameters may be input by a user using a user input device 6. 
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[0017] Position determination module 32 processes the input images received by the input data store 26 to determine 
the relative positions and orientations of camera view points from which image data of an object represented by the 
image data have been obtained. In this embodiment, this is achieved in a conventional manner by identifying and 
matchingfeatures present in the input images and calculating relative positions of camera views utilising these matches. 
r0018l Surface modeller 34 processes the data defining the input images and the data defining the positions and 
orientations at which the images were recorded to generate data defining a 3D computer wire mesh model "pmsertng 
the actual surface(s) of the objects) in the images. In this embodiment this 3D model defines a plurality of tnangles 
representing the surface of the subject object modelled. . ■ -■ . 

[0019] Surface texturer 36 generates texture data from the input image data for render.ng onto the surface model 
produced by surface modeller 34. In particular, in this embodiment the surface texturer 36 processes the input .mage 
data to generate six texture maps comprising six views of a subject object as viewed from a box bound.ng the sub ect 
object These generated texture maps are then.utilized to texture render the surface model so that images of a modelled 
subject object from any viewpoint may be generated The processing of the surface texturer 36 to generate these 
texture maps from the input image data will be described in detail later. Hic „ lm , 
[0020] Display processor 40, under the control of, central controller 20, displays instructions to a user via display 
device 4 In addition, under the control of central controller 20, display processor 40 also displays images of the 3D . 
computer model of the object from a user-selected viewpoint by processing the surface model data generated by 
'■• surface modeller 34 and rendering texture data produced by surface texturer 36 onto the surface model. _ . 
[0021] Printer controller 42, under the control of central controller 30 causes hard copies of images of the 3D computer 
20 model of the object selected and displayed 6n the display device 4 to be printed by the pnnter 8.. _ _ . . 

r00221 Output data store 44 stores the surface model and texture data therefor generated by surface modeller 34 
and surface texturer 36: Central controller 20 controls the output of data from output data store 44, for example as data 
on a storage device, such as disk 46, or as a signal 48. • ... „, - 

[0023] The structure and processing of the surface texturer 36 for generating texture data for rendenng onto a surface 
25. model produced by the surface modeller 34 will now be described in detail. • ,. 
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Canonical Texture Maps 



[0024] When a plurality of images of a subject object recorded from different viewpoints are available, this provides 
a large amount of data about the outward appearance of the subject object. Where images are recorde d from different 
viewpoints these images provide varying amounts of data for the different portions of the subvert object as those 
poZL Se vSe to a lesser or greater amount within the images. In order to create a model o the appearance of 
an 6b"ect, it is necessary to process these images to generate texture data so that a cons.stent texture model of a 

^T^nSS^W. is achieved by the surface texture 36 which processes the Input image ^ata of a 
subject object recorded from different viewpoints in order to generate texture data for rendenng the 
produced by the surface modeller 34. In this embodiment this texture data comprises six texture maps, the six texture 
maos comorisinq views of subject object from the six faces of a cuboid centred on the subject object, - . 
El rJESI 2 T -1 exemplary illustration of the position and orientation of six texture maps 50-55 bound.ng an 
"SS. fn this embodiment the six texture maps comprise texture maps for six canonical v.ews 
of an object be ng views of the object from the top 50, bottom 51, front 52, back 53, left 54 and nght 55, 
So27] TnJ s x Jnon^ views 50-55 comprise three pairs 50,51;52,53;54,55 of parallel image planes, centred on 
neorLn of the coordinate system of the model, witheach of the three pairs of image planes aligned along one of the . 
tnree SoSnate^xIs of the coordinate system respectively. The relative positions of the viewports °f the canonical 
« is^-55 at m"n sooted so that relative to the size of the mode, 56 of the subject object c-atedby^e surface 
modeller 34, the distance away from the object is selected so that the canonical v.ews J^J™ 
centre of the object and the extent of an object as viewed from each image plane is no more than an threshold number 
of p xels in extent. In this embodiment this threshold is set to be 512 pixels. Each of the texture maps for the model is 
°heTdefined by a weak perspective projection of the subject object 56 onto the defined image planes. . 
50 2 28 T Aner Lage data Jeach of the six canonical views 50-55 has been determined, image data of £e model 56 
of the subject object from any viewpoint can then be generated using conventional texture rendenng techniques, where 
feZl ^ Snti^each po'rtion of the surface of the model. 56 is generated uti.izing se.ected portions of the 

SSTB^SSSi texture data for a mode, of a subject object in this way the total number of ^'f>^e 
as maps s limite'd to the six canonical views 50-56. Furthermore, since each of *e canonical ^^S^^Z 
.of L projection of a rea. world object the canonical views 50-55 should be representative °f realisbc views of the 
subject object and hence be suited for compression by standard image compression algorithms such as JPEG which 
are optimised for compressing real world images. 
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[0030] As generated images of a model of a subject object may obtain texture rendering data from any of the six 
canonical texture maps, it is necessary to generate all of the texture maps in such a way that they are all consistent 
with one another. Thus in this way where different portions of an image of a subject object are rendered utilizing texture 
maps from different views no noticeable boundaries arise. As for any 3D object not all of the surface of a subject object 
5 from all six canonical views 50-55 will be visible in any single input image, it is necessary for the surface texture 36 to 

„ k combine image data from the plurality of images available to generate texture maps for these six consistent views 50-55. 

1 [0031] Prior to describing in detail the processing by the surface texturer 36 which enables a set of six consistent 
texture maps to be generated from the available input images, the structure of the surface texturer 36 in terms of 
notional functional processing units will now be described. 

10 >: 

Structure of Surface Texturer 

[0032] Figure 3 is a schematic block diagram of the surface texturer 36 in accordance with this embodiment of the 
present invention. In this embodiment, the surface texturer 36 comprises a weight determination module 58 and a 
15 texture map determination module 59. 

.. [0033] In order to select portions of available image data to be utilized to generate the six canonical texture maps 
.> ,50-55 the surface texture 36 utilizes position data generated by the position determination module 32 identifying the 
; viewpoints in which data has been obtained and 3D model data output by the surface model. This position data and 
sr.V3D model data is processed by the weight determination module 58 which initially determines the extent to which 
20 . portions of the surface of the subject object being modelled are visible in each of the available images. The weight 
determination module 58 then utilizes this determination to generate weight function data identifying a relative prefer- 
ence for utilizing the available input images for generating texture data for each portion of the surface of the model of 
the subject object. 

[0034] This weight function data is then passed to the texture map determination module 59 which processes the 
25 weight function data together with the position data generated by the position determination module 32, the model data j 
generated by the surface modeller 34 and the available image data stored within the input data store 26 to generate 
a set of six consistent texture maps for the canonical views 50-55. t 

Generation of Weight Function Data i£ 

30 ■ V ' . . ' 

[0035] The processing of the weight determination module 58 generating weight function data indicative of relative 
preferences for utilizing different input images for generating texture data for different portions of a model of a subject A., 
object will now be described in detail with reference to Figures 4-9, 1 0A and 1 0B. *' 
[0036] Figure 4 is a flow diagram of the processing of the weight determination module 58. 

35 [0037] Initially the weight determination module 58 determines (S4-1) data indicative of the extent to which each of . ^ 
the triangles of the 3D model generated by the surface modeller 34 is visible in each of the images in the input store 26. .«v 
[0038] It is inevitable that for any particular input image, some portions of the subject object represented by triangles. * 
within the three dimensional model generated by the surface model 34 will not be visible. However, the same triangles 
may be visible in other images. Realistic texture data for each part of the surface of the 3D model can therefore only 

40 be generated by utilizing the portions of different items of image data where corresponding portions of the surface of 
;a subject object are visible. Thus by determining which 5 triangles are visible within each image potential sources of 
information for generating texture map data can be identified. ^ _ . . 

[0039] Additionally, it is also useful to determine the extent to which each triangle is visible in the available images. 
\ln this way it is possible to select as preferred sources of image data for generating portions of texture maps, images 

45 where particular triangles are clearly visible, for example in a close up images, rather than imageswhere a triangle 
whilst visible is viewed only at an acute angle, or from a great distance. 

[0040] Figure 5 is a flow diagram illustrating in detail of the processing of the weight determination module 58 to 
determine the visibility of triangles in input images, utilizing the 3D model data generated by the surface modeller 34 

..and the position data for the input images determined by the position determination module 32. 
so ^[0041] Initially (S5-1) the weight determination module 58 selects the first view for which position data has been 

\generated by the position determination module 32. 

,[0042] The weight determination module 58 then selects (S5-2) the first triangle of the 3D model generated by the 
surface modeller 34. 

[0043] The weight determination module 58 then (S5-3) determines a visibility value for the triangle being processed 
55 as seen from the perspective defined by the position data being processed. 

[0044] In this embodiment this is achieved by utilizing conventional Open GL calls to render the 3D model generated 
by the surface modeller 34 as seen from the perspective defined by the position data of the image being processed. 
The generated image data is then utilized to calculate the visibility value. 
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viewpoint is then set for the triangle where:. 

n . t no pixe ls in 3rd colour threshold > 
visibility value = 0 if nQ p/ J /s jn 2nd or 3rd colour tnmsnon 

no pixels in 3rd colour 
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the total number of pixels rendered m either « ~ position Where the fraction of pixels rendered. 

an image. . . l determined the weight determination 

Li in I nto*. is or Is notocduded .rem to, ^.J^tl^SS. Fo, sx.mpl.. 
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where 0 is the angle of incidence of a ray from the optical centre of the camera defining the image plane as identifi d 
by the position data being processed to the normal of the centroid of the selected triangle and the distance is the 
distance between the centroid of selected triangle and the optical centre of the camera. 

[0052] Thus in this way in this embodiment the amount of occlusion, the obliqueness of view and the distance between 4 
5 image plane and a triangle being modelled ail effect the visibility score. In alternative embodiments either only some 
of these factors could be utilized or alternatively greater weight could be placed on any particular factor. 
[0053] After a visibility score for a particular triangle as perceived from a particular viewpoint has been calculated 
and stored, the weight determination module 58 then (S5-5) determines whether the triangle for which data has just 
been stored is the last of the triangles identified by the model data generated by the surface modeller 34. If this is not 
10 the case the weight determination module 58 then proceeds to select (S5-6) the next triangle of the model data gen- 
erated by the surface modeller 34 and then determines a visibility value (S5-3) and calculates and stores a visibility 
score (S5-4) for that next triangle. 

[0054] When the weight determination module 58 determines that the triangle for which a visibility score has been 
stored is the last triangle of the 3D model data generated by the surface modeller 34, the weight determination module 

75 58 then (S5-7) determines whether the currently selected position data defining the position of an input image stored 
within the input data store 28 is the last of the sets of position data generated by the position determination module 
32. If this is not the case the weight determination module 58 then selects (S5-8) the next set of position data to generate 
and store visibility scores for each of the triangles as perceived from that new position (S5-2-S5-7). 
[0055] Thus in this way the weight determination module 58 generates and stores visibility scores for all triangles as 

20 perceived from each of the viewpoints corresponding to viewpoints of input image data in the input data store 26. 

[0056] Returning to Figure 4 after visibility scores have been stored for each of the triangles as perceived from each 
of the camera views corresponding to position data generated by the position determination module 32, the weight 
determination module 58 then (S4-2) proceeds to, alter the visibility scores for the triangles perceived in each view to 
ensure smooth variation in the scores across neighbouring triangles. 

25 [0057] In this erhbodiment of the present invention the visibility scores are utilized to generate weight functions in- 
dicative of a relative preference for using portions of different input images stored within the input data store 26 for 
generating texture rendering data. In order that the selection of image data from different input images does not result 
in the creation of noticeable boundaries where different input images are used to generate the texture data, it is nec-. j 
essary to generate weight function data which generates a continuous and reasonably smooth weight function so that i 

30 image data from different sources is blended into one another. As in this embodiment the triangles forming the 3D 
model data can be of significantly different sizes, a first stage in generating such a smooth weighting function is to 
average weighting values across areas of the model to account for this variation in triangle size. . & 

[0058] Figure 6 is a flow diagram of the detailed processing of the weight determination module 58 to alter the visibility p 
score associated with triangles as perceived from a particular viewpoint. The weight determination module 58 repeats ^ 

35 processing illustrated by Figure 6 for each of the sets of visibility score data associated with triangles corresponding ... 
to each of the views for which image data is stored within the input store 26 so that visibility score data associated with * 
adjacent triangles as perceived from each viewpoint identified by position data determined by the position determination * 
module 32 varies relatively smoothly across the surface of the model. 

[0059] Initially (S6-1 ), the weight determination module 58 selects the first triangle identified by 3D model data output 

40 ' from the surface modeller 34. 

[0060] The weight determination module 58 then (S6-2) determines whether the stored visibility score of the visibility 
of that triangle as perceived from the view being processed is set to zero. If this is the case.no modification oi the 
visibility score is made (S6-3). This ensures that the visibility scores associated with triangles which have been deter- 
mined to be completely occluded or substantially occluded from the viewpoint being processed remain associated with 

,45 a visibility score of zero, and hence are not subsequently used to generate texture map data.. 

[0061] If the weight determination module 58 determines (S6-2) that the visibility score of the triangle being processed 
is not equal to zero the weight determination module 58 then (S6-4) determines the surface area of the triangle from 
the 3D vertices using standard methods. The weight determination module then (S6-5) determines whether the total 
surface area exceeds the threshold value. In this embodiment the threshold value is set to be equal to the square of 

50 5% of the length of. the bounding box defined by the six canonical views 50-55. 

[0062] If the weight determination module 58 determines that the total surface area does not exceed this threshold 
the weight determination module then (S6-6) selects the triangles adjacent to the triangle under consideration, being 
those triangles having 3D model data sharing two vertices with the triangle under consideration. The weight determi- 
nation module 58 then calculates (S6-4.S6-5) the total surface for the selected triangle and those adjacent to the 

55 selected triangle to determine once again whether the number of pixels the projection of this area onto the image plane 
corresponding to the. viewpoint against which triangles are being processed exceeds the threshold value. This process 
is repeated until the total surface area corresponding to the selected triangles exceeds the threshold. 
[0063] When the threshold is determined to be exceeded, the weight determination module 58 then (S6-7) sets as 
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an initial revised Visibility score for the centra, triangle, where the initial revised score is equal to the average visibility 
mr* associated with all the currently selected triangles weighted by surface. 
r00641 AmreVh^le typically s 

SS with low weights to be associated with a zero visibility score. Errors in calculating camera pos, ,o and 
henceTsiblty scores might result in low weights being assigned to triangles where surfaces are. not m fact visile 
^e reSohof visibility scores in this way ensures that any such errors do not introduce subsequent errors m gen- 
erated texture map data. The final revised visibility score for the triangle is then stored . _ , _ 
[0065] Figures 7 and 8 are an exemplary illustration of the processing of an area of a model in order, to rev,se the 
visibility scores to ensure a smooth variation in scores regardless of the size of the triangles. . ■. 
-room Sure 7 is an exemplary illustration of an area of a model comprising nine . triangles, each tnang.e assorted 
with a visibility score corresponding to the number appearing within respective tnangles. _ _ 
mm- When the triangle corresponding to the central cross hatched triangle w,th a number 
Fioure 7 ^cessed initially the area of the triangle is determined. If this area is determined to be below the threshold 
^ySS3S«BJ the shaded triangles in Figure.7, are selected and the area corresponding to the crossed 
hatrh^d trianale and the shaded triangles is then determined ■ • ■ * 
fooesf f this valCe s greater than the threshold value an area weighted average to the triangles is d«term,ned after 
^SSJ^1!1Lm from this score and setting any negative value to zero the final value ,s stored as the revised 

ft all of me visibility scores for the triangles have been processed and modified where necessary.. As can be see 
by compLring the va.ues associated with triangles in Figure 7 and Figure.8, wherever a triangle ,s associated * th a 
™-o in Fioure 7 it remains associated with a zero in Figure 8. However the variation across the remaining triangle is 
- ZZS^Z:L illustrated in Figure 7, as these new scores correspond to area weighted averages of 

Se whether all of the visibility scores ^^ft^^^^ 

viewpoint have been processed. If this is not the case the weight determination module 58 then (S6-9) selects the next 

30 ST ' ThuT^ this way all of the visibility scores associated with triangles are processed so that visibility scores 
graduilly vary ^cre JTrJsurface of the model and drop to zero for all portions of a mode, which are not substantially 
visible from the viewpoint for which the visibility scores have been generated. ' ' . „ Qmc>nri(ari 

rao721 RetiTnL to Figure 4 after the visibility scores for all of the triangles in all of the views have been amended 
^n«£2^£^«^ variation oTvisibility scores across the entirety of the mode., the weigh, determ, 
nat o ^rduTe^S then ?S4-3) ca.culates weight function data for all of the triangles in a., of the views so that a smooth 
• . IndiSve o/the visibility of the surface of the mode, as seen from each defined viewpoint can be 

ra e o n 7 e 3? e The processing of the weight determination module 58 for generating weight function data for a model for a 
^JtSSZ^tZLt install with reference to Figures 9, 1 0A and 1 0B. This processing ,s then repeated 



35 



40 



45 [0075] 



50 



55 



bjttttt,.. ;,,.; , ..i ■" . 



8 



EP 1 204 073 A2 

[0079]- Figure 10B is an example of the weight functions associated with the vertices, edges and centroid of the 
triangle in Figure 10A associated with a visibility score of 0.5. 

[0080] As can be seen from Figure 10B the selection of weight function data for the vertices and edges of a triangle 
to be such that the weight function is the minimum of scores associated with triangles having a common edge or vertex 
5 ensures that the weight function associated with the edge or vertex of triangles adjacent to a triangle with a visibility 
score of zero are all set to zero. 

[0081] By having the centre, edge and vertex of each triangle associated with weight function data, a means is 
provided to ensure that weight values subsequently associated with the edges of triangles can vary even when the 
vertices of a triangle associated with the same value. Thus for example in Figure 10B the central portion of the base 

10 of the triangle is associated with a value of 0.5 whilst the two vertices at the base of the triangle are both associated 
with zero. If a simpler weight function were to be utilized and weights associated with positions along the edges of a 
triangle were to be solely determined by weights allotted to the vertices, this variation could not occur. 
[0082] Returning to Figure 9 after the weight function data has been determined and stored for the vertices, edges 
and centroid of the triangle currently under consideration the weight determination module 58 then determines (S9-5) 

is whether the triangle currently under consideration is the last of the triangles in the model generated by the surface 
modeller 34. . 

[0083] If this is not the case the next triangle is then selected (S9-6) and weight function data is determined and 
stored for the newly selected triangle (S9-2-S9-4). 
* [0084] Thus in this way weight function data for generating a weight function that varies smoothly across the surface 
20 of a modelled object and reduces to zero for all portions of a model which are not visible from a viewpoint associated 
with the weight function is generated. 

[0085] Returning to Figure 4 after weight function data has been determined for each of the camera views corre- 
sponding to position data generated by the position determination module 32 this, weight function data is then (S4-4) 
output by the weight determination module 58 to the texture map determination module 59 so that the texture map , 
25 determination module 59 can utilize the calculated weight function.data to select portions of image data to be utilized 
to generate texture maps for a generated model. '] 

Generation of Texture Maps ;* 

30 [0086] Utilizing conventional texture rendering techniques, it is possible to generate image data corresponding to 
projected images as perceived from each of the canonical views 50-55 where the surface of a model of a subject object 
is texture rendered utilizing input image data identified as having been recorded frorn a camera viewpoint corresponding U; 
to position data output by the position determination module 32 for that image data. }f : 

[0087] It is also possible utilizing conventional techniques to generate projected images corresponding to the pro- f 

35 jection of the surface of a model texture rendered in accordance with calculated weight functions for the surface of the ,j 
model as viewed from each of the canonical views 50-55 from the output weight function data. 
[0088] As described above, the weight function data generated output by the weight determination module 58 are 
calculated so as to be representative of a relative visibility of portions of the surface of a model from defined viewpoints. 
The projected images of the weight functions are therefore indicative of relative preferences for using the corresponding 

40 portions of projections of jmage data from the corresponding viewpoints to generating the texture data for the texture 
map for each of the canonical views. These projected weight function images, hereinafter referred to as canonical 
confidence images can therefore be utilized to select portions of projected image data to blend to generate output 
texture maps for canonical views 50-55. - 

[0089] Figure 11 is a schematic diagram of notional functional modules of the texture map determination module 59 
" 45 for generating canonical texture maps for each of the canonical views 50-55 from image data stored within the input 
data store 26, position data output by the position determination module 32, 3D model data generated by the surface 
modeller 34 and the weight function data output by the weight determination module 58. 

[0090] The applicants have appreciated that generation of realistic texture for a model of a subject object can be 
achieved by blending images in different ways to average global lighting effects whilst maintaining within the images 

50 high frequency details such as highlights and shadows. 

[0091 ] Thus in accordance with this embodiment of the present invention the texture generation module 59 comprises 
a low frequency image generation module 60 for extracting low frequency image information from image data stored 
within the input data store 26, an image projection module 62 for generating high and low frequency canonical image 
projections; a confidence image generation module 64 for generating canonical confidence images; a weighted average 

55 . filter 66 and a blending module 68 for processing high and low frequency canonical projections and the canonical 
confidence images to generate blended high and low frequency canonical images; and a re-combination of output 
module 70 for combining the high and low frequency images and outputting the combined images as texture maps for 
each of the canonical views 50-55. ■ - • 
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[0092] In order to generate high and low frequency canonical projections of each of the input images stored within 
the input data store 26 projected into each of the six canonical views, initially each item of image data in the input data 
store 26 is passed to the low frequency image generation module 60, 

[00931 This module 60 then generates a set of low frequency images by processing the image data for each of the 
views in a conventional way by blurring and sub-sampling each image, In this embodiment the blurring operation is 
achieved by performing a Gausian blur operation in which the blur radius is selected to be the size of the projection of 
a cube placed at the centre of the object bounding box defined by the six canonical views 50-55 and whose sides are 
5% of the length of the diagonal of the bounding box. The selection of the blur radius in this way ensures that the radius 
is independent of image resolution and varies depending upon whether the image is a close up of a subject object 
(large radius) or the subject appears small in the image (small radius). 

[0094] These low frequency images are then passed to the image projection module 62 together with copies of the 
original image data stored within the input data store 26, position data for each of the images as determined by the 
position determination module 32 and 3D model data for the model generated by the surface modeller 34. 
[0095] For each of the input images from the input data store 26 the image projection module then utilizes the position 
data associated with the image and the 3D model data output by the surface modeller 34 to determine calculated 
projections of the input images as perceived from the six canonical views 50-55 by utilizing standard texture rendenng 

techniques. ' . 

[0096] In the same way the image projection module 62 generates for each of low frequency images corresponding 
to image data processed by the low frequency image generation module 60; six low frequency canonical projections 
for the six canonical views 50-55. ■ 
[0097] Six high frequency canonical image projections for each image are then determined by the image projection 
module 62 by performing a difference operation, subtracting. the low frequency canonical image projections for an 
image as viewed from a specified canonical view from the corresponding image projection of the raw image data for 
that view " ■ 

[00981 The low frequency canonical projections and high frequency canonical projections of each image for each of 
the six canonical views are then passed to the weighted average filter 66 and the blending module 68 for processing 
as will be detailed later. • • - ... . • . „ • • . 

[00991 By processing the image data from the input data store 26 in this way it is possible to ensure that the processing 
of images generates high and low frequency canonical projections of each image that are consistent with one another. 
In contrast if a blurring operation is performed upon canonical image projections created from image data stored within 
the input data store 26, as the pixel data in these generated projections is normally dependent upon different regions 
of. the original image data, the blurring operation will not be consistent across all six canonical images and hence will 
introduce errors into the generated texture maps. 

[01 001 The confidence image generation module 64 is arranged to receive 3D model data from the surface modeller 
34 and weight function data from the weight function determination module 58. The confidence image generation 
module 64 then processes the 3D model data and weight function data to generate for each of the weight functions 
associated with viewpoints corresponding to the viewpoints of each input images in the input data store 26, a set of 
six canonical confidence images for the six canonical views 50-55. ■ _ ' • 

[0101] Specifically each triangle for which weight function data has been stored is first processed by linking the 
midpoint of each edge of the triangle to the midpoints of the two other edges and linking each of the midpoints of each 
Sge and L centroid of the triangle. Each of these defined small triangles, is then projected into the 
views with valuesfor points corresponding to each part of the projection of each small tnangle being intemolated using . 
a standard OpenGL "smooth shading" interpolation from the weight function data associated with the vertices of these 

[oTo^^Thus 3 in this way for each of the six canonical views, a canonical confidence image for each weight fijncfion 
s generated. The pixel values of canonical confidence images generated in this way are each representee o the 
relative preference for utilizing corresponding portions of canonical projections of .mage data representative of the 
viewpoint for which the weight funcfion was generated to generate texture map data. 

images are then passed to the weighted average filter 66 and the blending module 68, so that texture data for the six 
canon^Uiews <^n be generated utilizing the data identifying preferred sources for generating portions of texture map 



[01031 Thus after the processing of image data and weight function data by the low frequency image.generat.on 
mooule 60 the^mage projection module 62 and the confidence image generation module 64, the weighted average 
filter 66 and blending module 68 receive, for each item of image data stored within the input data store 26 a set of s.x 
canonical confident images identifying the extent to which portions of proje 

image are to be preferred to generate texture data and a set of six projector* of e.ther the h.gh or low frequency 
images corresponding to the item of image data. The weighted average .filter 66 and the btand.ng module 68 then 
proceed to process the confidence images and associated low and high frequency canonical projections in turn for 
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each of the canonical views as will now be described in detail. 
Processing of Low Frequency Canonical Projections 



[01 04] Figure 12 is a flow diagram of the processing of low frequency canonical projections and associated canonical 
confidence images for a specified canonical view for each of a set of input images stored within the input data store 26. 
[0105] Initially (S 12-1). the weighted average filter 66 selects a first low frequency canonical projection and its asso- 
ciated confidence image. This is then made the basis of an initial low frequency canonical image to be generated by 
the weighted average filter 66. The weighted average filter 66 then selects (S 12-2) the next low frequency projection 
for the same canonical view together with the projection's associated confidence image. 

[01 06] The weighted average filter 66 then (S1 2-3) determines as a new low frequency canonical image a canonical 
image comprising for each pixel in the image a weighted average of the current low frequency canonical image and 
the selected low frequency canonical projection weighted by the confidence scores utilising the following formula: 



. C f Pixel Value in 

pixel value — ~ — * 

C+ C t [selected projection 



C [Pixel Value 



C + C, [ in canonical image] 



where C is the current confidence score associated with the pixel being processed for the canonical image and Cj is 
the confidence score associated with the pixel in the confidence image associated with the selected projection. 
[01 07] The confidence score for the pixel in the canonical image is then updated by adding the confidence score for 
the latest projection to be processed to the current confidence score. That is to say the new confidence score C new is 
calculated by the equation . 

■ . ,< 

C new = C ofd + C i 



where C okj is the previous confidence score associated with the current pixel and Cj is the confidence score of the 
current pixel in the projection being processed. 

[01 08] The weighted average filter 66 then (S1 2-4) determines whether the latest selected low frequency canonical v r 
projection is the last of the low frequency canonical projections for the canonical view currently being calculated. If this v 
is not the case the weighted average filter 66 then proceeds to utilize the determined combined image to generate a; 
new combined image utilizing the next confidence image and associated low frequency image projection (S 1 2-2-S1 2-4).^ 
[01 09] When the weighted average filter 66 determines (S 1 2-4) that the last of the low frequency canonical projections;- 
* for a specified canonical view 50-55 has been processed the weighted average filter 66 outputs (S 12-5) as a blended* 
canonical low frequency image the image generated utilizing the weighted average of the last projected image proc- 
essed by the average weighted filter 66. 

[01 1 0] Thus in this way.the weighted average filter 66 enables for each of the canonical views 50-55 a low frequency 
image to be created combining each of the low frequency canonical projections weighted by confidence scores indic- 
ative of the portions of the images identified as being most representative^ of the surface texture of a mode) in the 
canonical confidence images. As the low frequency images are representative of average local colour of surfaces as 
effected by global lighting effects, this processing by the weighted average filter 66 enables canonical low frequency 
images to be generated in which these global lighting effects are averaged across the best available images where 
greater weight is placed on images in which portions of a model are most easily viewed giving the resultant canonical 
low frequency images a realistic appearance and a neutral tone. 

Processing of High Frequency Canonical Projections 

[0111] Figure 1 3 is a flow diagram of the processing of canonical confidence images and associated high frequency 
canonical projections for generating a canonical high frequency image for one of the canonical views 50-55. This 
processing is repeated for each of the canonical views 50-55. 

[01 12] The processing of the blending module 68 for generating high frequency canonical images is identical to that 
of the processing of the weighted average filter 66 except instead of determining weighted averages of pixels in the 
canonical projections and canonical images, in this embodiment the blending module 68 selects as canonical image 
data pixel data, pixel data associated with the greatest confidence scores. 

[0113] Specifically, after selecting an initial high frequency projection and associated confidence image to be the 
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initial high frequency canonical image and associated confidence image (S13-1) and selecting the next projection and 
confidence image for processing (S1 3-2), the blending module 68 then updates the pixels in the current high frequency 
canonical image (S 13-3). .:....*..-■■ . : . 

[0114] This is achieved by the blending module 68 selecting for each pixel in the image either pixel data for the 
corresponding pixel in the high frequency canonical projection being processed or the pixel data for the current high 
frequency canonical image. The selection is made for each pixel by determining whether the corresponding pixel in 
the confidence image associated with the high frequency projection being processed has a greater confidence score 
than the confidence score associated with the pixel in the current canonical image. The pixel data associated with the 
highest score is then utilised as pixel data for the canonical image. The confidence score associated with the pixel in 
the updated canonical image is then set to the greater of the confidence scores for the pixel as identified by either the 
confidence image associated with the canonical image or the projection currently be processed, 
[01151 The blending module 68 then determines (S 13-4) whether all of the high frequency image projections for a 
canonical user have been processed. If this is not the case then the next projection and confidence image are utilised . 
to update the high frequency canonical image being generated (S13-2-S13-4). When all of the canonical projections 
have been processed the final canonical image is then output (S13-5). 

[0116] Thus in this way a high frequency canonical image is generated utilising all of the available high frequency 
image projections where each pixel of the high frequency canonical image corresponds to pixel data from the available 
high frequency image projections associated with the greatest of the confidence scores for that pixel As the confidence 
scores are indicative of the relative goodness for selecting pixels for generating image data,- the high frequency ca- 
nonical images therefore correspond to a patchwork of the best available pixel data for each part of the high frequency 
canonical images 

[01 171 Thus in this way six low frequency canonical images for the six canonical views 50-55 and six high frequency ♦ 
canonical images are generated by the weighted average filter 66 and the blending module 68 respectively. In the 
canonical low frequency images the global lighting effects are averaged across the available low frequency canonical, 
projections in proportion to the relative preference for utilizing portions of an image as identified by/the canonical 
confidence images associated with the projections. In the high frequency canonical images, high. frequency canonical, 
projections are selected in the above described manner to ensure that high frequency detail and contrast in the ca- 
nonical images is maintained when the different high frequency canonical projections are combined. 
[01 181 When the six canonical low frequency images and six canonical high frequency images are then received by 
theVecombination output module 70 for each canonical view 50-55 the recombination and output module 70 generates 
a single canonical texture map by adding the high and low frequency images for each view. The combined canonical 
texture maps are then output by the recombination and output module 70 for storage in the output data store 44 together 
with the 3D model data generated by the surface module 34. 

[01 1 9] The output canonical texture maps can then be utilized to texture render image representations of the model 
generated by the surface modeller 34 by associating each of the triangles identified by the three-dimensional model 
data with one of the texture maps. In this embodiment the selection of texture data to texture render each tnangle is 
determined by selecting as the map to be utilized the map in which the triangle has the greatest visibility score in which 
the visibility score is calculated for each canonical view 50-55 in the same way as has previously been descnbed in 
relation to Figure 5. Texture co-ordinates for texture rendering the-model generated by the surface modeller 34 are , 
then implicitly defined by the projection of the triangle onto the selected canonical view 50-55. 
[01 20] Images of the model of the subject object can then be obtained for any viewpoint utilizing the output canonical 
texture maps and the 3D model data stored in the output data store 44, for display on the display device 4 and a hard, 
copies of the generated images can be made utilizing the printer. The model data and texture map stored in the output 
data store 44 can also be output as data onto a storage device 46,48. 



Second Embodiment 



[01 211 In the first embodiment of the present invention, an image processing apparatus was described in which input 
data defining a plurality of images of a subject object recorded from different viewpoints were processed to generate 
texture data comprising six canonical texture maps being views for a cuboid bounding a model of the subject object. 
Although generating texture maps in this way ensures that the total number of required view is limited to six, this does 
not guarantee that every triangle within.the model is visible in at least one of the canonical views. As a result, some 
portions of a model may be texture rendered utilizing surface information corresponding to a different portion of the 
surface of the model. In this embodiment of the present invention an image processing apparatus is descnbed in which 
texture data is generated to ensure that all triangles within a 3D model are rendered utilizing texture data for the 
corresponding portion of the surface of a subject object, if image data representative of the corresponding portion of 
the subject object is available. 

[0122] The image processing apparatus in accordance with this embodiment of the present invention is identical to 
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that of the previous embodiment except the surface texturer 36 is replaced with a modified surface texturer 80. 
[0123] Figure 14 is a schematic block diagram of the notional functional modules of the modified surface texturer 
module 80. The modified surface texturer 80 comprises a canonical view determination module 82; a weight determi- 
nation module 58 identical to the weight determination module 58 of the surface texturer 36 of the previous embodiment 

5 and a modified texture map determination module 86. 

[0124] In this embodiment the canonical view determination module 82 is arranged to determine from the 3D model 
data output by the surface modeller 34 whether any portions of the surface of the 3D model are not visible from the 
six initial canonical views. If this is determined to be the case the canonical view determination module 82 proceeds 
to define further sets of canonical views for storing texture data for these triangles. These view definitions are then 

10 passed to the texture map determination module 86. The modified texture map determination module 86 then generates . 
canonical texture map data for the initial canonical views and these additional canonical views which are then utilized 
to texture render the, surface of the model generated by the surface modeller 34. 

[0125] The processing of the canonical view determination module 82 in accordance with this embodiment of the 
present invention wilj now be described with reference to Figure 15 which is a flow diagram of the processing of the . 

15 canonical view determination module 82. * 

[0126] Initially (S15-1)the canonical view determination module 82 selects a first triangle of the model generated by 
the surface modeller 34. The canonical view determination module 82 then (S15-2) generates a visibility value and 
visibility score for the triangle as perceived from each of the six canonical views in a similar manner to which the visibility 
value is generated by a weight determination module 58 as has previously been described in relation to the previous 

20 embodiment. v 

[01 27] The canonical view determination module 82 then (S 1 5-3) determines whether the visibility value associated 
with the triangle being processed is greater than a threshold value indicating that the triangle is at least substantially 
visible in at least one of the views. In this embodiment this threshold value is set to zero so that all triangles which are 
at least 75% visible in one of the views are identified as being substantially visible. 

25 [01 28] If the canonical view determination module 82 determines that the triangle being processed is visible i.e.- has 
a visibility value of greater than zero in at least one view, the canonical view determination module selects from the 
available canonical views the view in which the greatest-visibility score as generated in the manner previously described 
is associated with the triangle. Data identifying the canonical view in which the selected triangle is most visible is. then 
stored. Thus in this way data identifying the canonical view in which texture data for rendering the triangle is subse- 

30 quently to be utilized is generated. 

[01 29] The canonical view determination module 82 then (S1 5-5) determines whether the currently selected triangle 
corresponds to the last triangle of the 3D model generated by the surface modeller 34. If this is not the case the 
canonical view determination module 82 then proceeds to select the next triangle and determine visibility values and 
visibility scores for that next triangle (S15-6-S 15-5). ' „ 

35 [0 1 30] When the canonical view determination module 82 determines that all of the triangles have been processed 
(S15-5) the canonical view determination module 82 then (S15-7) determines whether data identifying a best view has 
been stored for all of the triangles. . x'r- 

[0131] If this is not the case the canonical view determination module 82 generates and stores a list of triangles for 
which no best view data has been stored (S1 5-8) the canonical view determination module 82 then proceeds to establish 

40 the visibility of these remaining triangles in the six canonical views in the absence of the triangles for which best view 
data has already been stored (15-1-S15-7)..This process is then repeated until best view data is stored for all of the 

triangles. - . ■ . _ -- 

• [0132] When the canonical view determination module~82 determines (S15-7) that best view data has been stored 
for all the triangles the canonical view determination module 82 then outputs (S15-9) view definition data comprising 

45 for each triangle the canonical view in which it is most visible together with the generated lists of the triangles not visible 
canonical views. These lists and identified views in which the triangles are best represented are then output and passed 
to the modified texture map determination module 86. 

[01 33] When the modified texture map determination module 86 processes the 3D model data, weight function data, 
image data and position data this generates the six original canonical views in the same manner as has been described 

so j'n relation to the first embodiment. 

[0134] However, additionally the texture map determination module 86 generates for the triangles not visible in the 
original six canonical views as identified by the lists output by the canonical view determination module 82 further 
texture maps corresponding to the projection of the triangles identified by the lists of triangles generated by the canonical 
view determination module 82 in the six canonical views in the absence of the other triangles. These additional canonical 

55 views are generated from the high and low frequency canonical projections of image data generated by the image 
projection module 62 of the modified texture map determination module 86 and additional canonical confidence images 
being canonical projections of only the triangles identified by the lists of triangles output by the canonical view deter- 
mination module 82. These additional confidence images being calculated for the triangles identified in the lists utilizing 
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the weight function data generated by the weight determination module 58 in the same way as has previously been 

StTi^^eU are generated for those portions of the surface of the model which 
are not apparent in the original six canonical views. As these partial additional texture maps are generated '" a similar 
way To Z canonicafviews they should also be representative of projections of portions of an image and hence 
suitable for compression utilizing the standard image compression techniques - ^..m^rt tn texture 

fO 36] The original canonical views together with these additional canon,cal v,ews can then be ufihzed tc texture 
Sender the mode, where the texture maps utilized to render each triangle ,s selected ut.kz.ng the l.sts and the data 
identifying the best views as are output by the canonical view determination module 82. . , 

Third Embodiment 

101371 A third embodiment of the present invention will now be described. In the first embodiment a blending module ; 
68 was desc^bedwNch seated pixel data corresponding to the pixels associated with the highest P"**"^ 
forme cornaTponding pixel in associated confidence images. A problem with such a selection system '^ a ^ oun ^ s . 
2 deve Z ^fn thelnerated texture map data indicative of the selection of pixel date from Afferent '^soun^ 
The oovSus solutton to this problem performing an average operation such as that performed b 
Ilr 66 ^undesirable as this results in loss of contrast within the texture maps data. In this embodimen the blend ng 

module ;S."pS N* ««*»<*» can ° nlca ' pr ° jeCti ° nS * 3 ^ «** ^ n ° tiCeab ' e ^ 
arisino within texture map data, whilst maintaining image contrast. - ■ - 

El Ftau e 17 is a flow diagram of the processing canonical confidence images and associated high frequency 

£3 J image prelections by the blending module 68 in accordance with this embodiment of the present .nvent,^ 

view and its associated canonical confidence image for processing: • . 3 V an d the blending module 

101411 The first pixel within the canonical high frequency image is then selected (S16-3) and the blending m™^ 
r« fhi flieiTdSem^es for the selected pixel in the high frequency canonical images difference value between 
t^lV^^l^cy canonical image and in the corresponding pixe, in the high frequency canon.ca, 

SlSf , where the high frequency canonical prelections and 

frequency canonical projection and the canonical high frequency .mage be.ng gene rated_ ^ be 



G= for D>D 0 
■ u o 



G = 1 for D < D c 



calculated from colour image data for three colour channels each varying from 0 to 255, the value of D 0 is 
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[01 47] An initial weighting fraction for calculating a weighted average between the pixel being processed in the current 
canonical high frequency image and the corresponding pixel in the high frequency canonical projection being processed 
is then set by calculating: 

' W 0 = (^ -0.5)G + 0.5 

where Cj(C + Cj) is the relative confidence score associated with the pixel being processed in the confidence image 
associated with the selected high frequency canonical projection being the ratio of the confidence score Cj associated 
with the pixel in the current image being processed to the confidence score associated with the pixel by the canonical 
image and G is the gradient determined utilizing the determined difference value D for the pixel. 
[0148] A final weighting fraction is then determined by setting the weighting value W with: 

■ ' 7 ' W= 0ifW Q <0 

' W= 1 ifW Q > 1; and 

. • ■ '. . , . 

1 W = W Q ifO < W Q < 1 

[0149] Figure 14 is a graph ; of a generated blend function illustrating the manner in which the final weighting value 
W calculated in this way varies in dependence upon the relative confidence score Cj/(C + Cj) for a pixel being processed 
and the determined difference value D for the pixel. 

[0150] In the graph as illustrated, solid line 72 indicates a graph for calculating W for weighting values where; D is 
equal to a high value, for example in this embodiment where D ranges between 0 and 765 a value of over 700. ; 
[0151] As such the graph indicates that where the relative confidence score for a particular source is low a weighting 
value of zero is selected arid for high pixel confidence scores, a weighting factor of one is selected. For intermediate 
pixel confidence scores an intermediate weighting factor is determined, the weighting factor increasing as the confi- 
dence score increases. 

[0152] • The dotted line 74 in Figure 17 is an illustration of the blend function, where the calculated value D for the * 
difference between the image data of the first and second images for a pixel is less than or equal to the blend constant 
D 0 . in this case the blend function comprises a function which sets a weighting value equal to the pixel relative confi- 
dence score for the pixel. / 
[0153] For intermediate values of D, the blend function varies between the solid line 72 and the dotted line 74«with 
the thresholds below which or above which a weighting value of zero or one is output reducing and increasing as D 
decreases. Thus as D decreases the proportion of relative confidence scores for which a weighting value other than 
zero or one is output increases. 

[0154] Returning to Figure 16, after a final weighting value W has been determined the blending module 68 then 
proceeds to calculate and store blended pixel data (S1 6-6) for the pixel under consideration. In this embodiment, where 
trie image data comprises colour image data, the calculated blended pixel data is determined for each of the three 
colour channels by: . 

pixel value in 1 
canonical image J 

[0155] The confidence value associated with the blended pixel is then also updated by selecting and storing as a 
new confidence score for the pixel the greater of the current confidence score associated with the pixel in the canonical 
image and the confidence score of the pixel in the projection being processed. 

[01 56] The effect of calculating the pixel data for pixels in the high frequency canonical image in this way is to make 
the pixel data dependent upon both the difference data and the confidence data associated with the processed pixel 



[ pixel value in 

New pixel Value = W\ . 

{selected image 



+ (i-wy 
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in the selected high frequency canonical projection- Specifically, where the difference data for a pixel is low (. e less 
than or equal to the blend constant D 0 ) calculated pixel data corresponding to a weighted average proportional to the 
relative confidence score for the pixel in the associated canonical image is utilized. Where difference data is higher (i. 
e greater than the blend constant D 0 ) a pair of threshold values are set based upon the actual value of the difference 
data Pixel data is then generated in two different ways depending upon the relative confidence score forthe pixel in 
the associated canonical image. If the relative confidence score is above or below these threshold values either only 
the original pixel data for the canonical image or the pixel data for the selected high frequency canonical projection is. 
utilized as a composite image data. If the relative confidence score is between the threshold values a weighted average 
of the original pixel data and pixel data, from the selected projection is utilized = _ ^...^ 

r0157l Afterthe generated pixel data has been stored, the blending module 68 then determines (S16-7) whether the 
pixel currently under consideration is the last of the pixels in the canonical image. If this not the case the "on-tinear . 
averaging filter then (S16-8) selects the next pixel and repeats the determination of a difference value (S16-4) a blend . 
function (S16-5) and the calculation and storage of pixel data (S16-6) for the next pixel. - , 

[0158] If after generated pixel data and a revised confidence score has been stored for.a pixel the blending module 
68 determines (S16-7) that blended pixel data has been stored for all of the pixels of the high frequency canonical 
image the blending module 68 then determines (S 16-9) whether the selected high frequency canon.cal projection and 
. associated confidence image is the last high frequency canonical projection and confidence image to be P^essed^ 
If this is not the case the next high frequency canonical projection is selected (S16-2) and the canorocal high frequency 
image is updated utilizing this newly selected projection (S16-3-S16), and its associated confidence image . 
[01 59] When the blending module 68 determines that the latest high frequency canonical projection utilized to update 
a canonical high frequency image is the last of the high frequency canonical projections, the blending module 68_then 
(S16-10) outputs as a high frequency image for the canonical view 50-55 the high frequency canonical image updated 
bv the final high frequency projection. 

[0T1 60] The applicants have realized that the undesirable effects of generating composite image data by determining 
a weighted average of pixels from high frequency image data including data representative of details anse in areas of 
TrnTges where different items of source data differ significantly. Thus for example, where highlights occur ,n one source 
image at one point but not at the same point in another source image, averaging across the images results ma loss 
of contrast for the highlight. If the highlights in the two images occur at different points within the two source images 
averaging can also result in the generation of a 'ghost: highlight in another portion of the composite image. Similarly 

i where different items of source data differ significantly other undesirable effects occur at points of shadow, where an , 
averaging operation tends to cause an image to appear uniformly lit and therefore appear flat. ^ _ 
[01611 in contrast to areas of difference between source images, where corresponding points within different source 
mages have a similar appearance, an averaging operation does not degrade apparent image quahty. Perfomi.ng | an 
■ averaging across such areas of composite image, therefore provides a means by wh.ch the relative weight attached 

; to different sources of image data can be varied so that the boundaries between areas of a composite ,mage obtained 

from different source images can be made less distinct. . . „ 

[0162] Thus in accordance with this embodiment of the present invention weightmg factors are selected on ttebaas 
of both confidence data and difference data for a pixel so that, relative to weighting factors P ro P°^' 0 r !°"!^ 
data onlv as occurs in the weighted average filter 66, in the blending module 68. where determined differences between 

o iT^SSUL higher the weighting given to preferred source data is increased and the corresponding weight, 

£a!t^ 
toare^S 

" [oTel! TaTaslere there is less difference between different sources of image data, weighting 

o confidence data are not modified at all or only slightiy so that the boundaries between * *JjJ£ 

erated from different images are minimised across those areas. Thus in this way composite .mage data can be obtained 
SSSSTSb level of contrast and detail in original high frequency source data, whilst min.mismg apparent 

50 boundaries between portions of composite image generated from different "ems of so urce dat a _ • 
[01 65] In the above embodiments, a set of images of a subject object is described as being utitized to generate 3D 
mode data and texture render data for generating representations of that subject object. However, texture render data 
SS^lSgti^ one object could for example be utilized to generate representations of a second object 
ThJmSng | of a model obtained for one object and texture derived from a second object could be utilized to establish 

55 how the application of texture from different objects varies the appearance of a model.- • ma „„ er 

[oTeerspec^ 

as has previously been described. Source images of a different object can then be processed us.ng the confidence 
fmages TKS source images had been generated. The processing of toe source images in this way wou.d then 
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generate texture data in which the texture in the source images was blended smoothly across the surface of the first 
object. 

[0167] Thus for example a number of confidence images could be generated for views of a model. The confidence 
images of the model viewed from viewpoints to one side of the model might be associated with an image of a first 
texture for example a wood grain. The remaining confidence images of the model might be associated with a second 
texture e.g. marble. Processing these two source images with the generated confidence images would generate texture 
data in which one side of the model appeared having a wood grain texture and the other a marble texture with the two 
textures being smoothly blended across the surface of the model. 

[01 68] Alternatively, instead of using only a limited number of texture images, images of a different object as viewed 
from viewpoints for which ^confidence images were generated could be used. Thus for example, images of a model 
first object could be generated as has previously been described for a number of viewpoints. Confidence images for 
a second object could be generated for those corresponding viewpoints and texture data for the second object obtained 
by processing the images of the first object utilizing the confidence images of the second object. 
[0169] Although the embodiments of the invention described with reference to the drawings comprise computer 
apparatus and processes performed in computer apparatus, the invention also extends to computer programs, partic- 
ularly computer programs on or in a carrier, adapted for putting the invention into practice. The program may be in the 
form of source or object code or in any other form suitable for use in the implementation of the processes according 
to the invention. The carrier; be any entity or device capable of carrying the program. 

[0170] For example, the carrier may comprise a storage medium, such as a ROM, for example a CD ROM or a 
semiconductor ROM, or a magnetic recording medium, for example a floppy disc or hard disk. Further, the carrier may 
be a transmissible carrier such as an electrical or optical signal which may be. conveyed via electrical or optical cable 
or by radio or other means. 

[0171] When a program is embodied in a signal which may be conveyed directly by a cable or other device or means, 
the carrier may be constituted by such cable or other device or means. 

[01 72] Alternatively, the carrier may be an integrated circuit in which the program is embedded, the integrated circuit 
being adapted for performing, or for use in the performance of, the relevant processes. > - - 

• ** 

Claims 

1. A method of generating frequency component image data representative of image information of a plurality of 
different spacial frequencies of an image of at least part of a subject from a predefined view, the method comprising 
steps of: > \ 

receiving a plurality of images cornpri sing image data representative of a subject from a plurality of view points; 
for each of said plurality of received images, determining frequency component image data representative of 
image information of a plurality of different spacial frequencies within said received images and determining 
projections of said frequency component image data projected to said predefined view; and 
for each of said plurality of different spacial frequencies, utilising said projections of frequency component 
image data to generate frequency component image data representative of spacial frequency information of 
an image of at least part of said subject from said predefined view. 

2. A method in accordance with claim 1 , wherein the determination of frequency component image data representative 
of a lower spacial frequency is determined by performing a blurring and sub-sampling operation utilizing said 
received image data. 

3. A method in accordance with claim 2 wherein the determination of frequency component image data representative 
of a higher frequency is determined by performing a differencing operation utilising said lower frequency component 
image data and said received image data. 

4. A method in accordance with any preceding claim wherein said projections of said frequency component image 
data are determined by. performing the steps of: 

determining from said plurality of received images the relative positions of the viewpoints of the subject rep- 
resented by said images; 

determining from said plurality of images and said determined positions, model data representative of the 
surface of said subject; and 

determining said projections utilising said position data and said model data of the surface of said subject. 
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5 A method in accordance with claim 4, wherein said determination of position data indicative of the relative position 
of said plurality of viewpoints for said received images comprises matching features within said images to determine 
relative position and orientation of the viewpoints. . 

6. A method in accordance with claims 4 or 5, wherein said generation of model data comprises for each of said 
plurality of received images the steps of: ' '; ' * 

determining the portions of an image corresponding to the subject; and ' 

. generating model data utilising a determination of the perimeters of said portion of said image and position 
data indicative of the viewpoint for said image. .- • ■ -'«" 

7 A method in accordance with any preceding claim wherein said generation of frequency component image data 
comprises for each spatial frequency for which frequency component image data is to be generated the step ot: • , 

utilising each portion of said projections of frequency component image data to determine frequency compo- 
• 1 nent image data representative of spatial frequency information of said spacial frequency for corresponding, . 
portions of said image. . 

8 A method in accordance with claim 7, wherein said generation of frequency component image data for different 
'. * spatial frequencies for an image are generated from said corresponding portions of projections of frequency com- 
ponent image data in different ways for different spatial frequencies. 

9. A method in accondance with claims 7 and 8, wherein said generation of frequency component image data further / 
comprises the steps of : . . .. 

" for each of said plurality of images, determining visibility data indicative the relative visibility of portions of the 
surface of said subject from said viewpoints; V 
associating portions of said projections of frequency component image data, with said v.s.b.l.ty data; and 
utilising said visibility data associated with portions of said projections to determine frequency component - 
image data representative of frequency image informatibn of an image of said subject from said predefined 
views. 

10. A method in accordance with claim 9, wherein said generation of frequency component image data for at least 
one of said different spacial frequencies is generated by calculating for each portoon of said image data for said 
spacial frequency a weighted average of corresponding portions of projections of frequency component image 

. data for said portion of said image, weighted by said visibility data associated with said portions of image data. 

11 A method in accordance with claim 9, wherein said generation of frequency component image data for at least 

oTofSd different spacia. frequencies is B^^^-^^^^^^^^^JS 
frequency said corresponding portions of projections of frequency component image data associated w.th visibility 

data indicative of the highest visibility. 

12. A method of generating image data ^^^^^ 
of comprising the steps of: 

generating frequency component image data- representative of image information of a P^J*™"*" 
spacial frequencies of an image of a subject from said predefined view in accordance w.th a method of any 

ge^Slmage'data representative said image of said subject utilising said frequency component image 
data. t 

13. A method in accordance with claim 12, wherein said generation of image data comprises for each portion of said 
. image determining the sum of frequency component image data for said different spacial frequences; 

1 4. A method in accordance with claims 1 2 and 1 3 further comprising the step of outputting said generated image data. 

1 5. A method of generating texture map data for texture rendering a model of a subject comprising the steps of: 
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generating a plurality of images of a subject from a plurality of predefined views in accordance with the method 
of claim 12 or claim 13. 

1 6. A method in accordance with claim 1 5, wherein said plurality of predefined views comprise views of a subject from 
viewpoints indicative of views from the surface of a cuboid bounding said subject. 

17. A method of generating image data of an image of a subject from a selected viewpoint, the method comprising 
the steps of: 

generating texture map data in accordance with claim 15 or claim 16; 

determining the projection of a three dimensional model defined by said model data as perceived from said 
selected viewpoint; and 

texture rendering said projection of said model utilising data. said texture map data. 

18. A method in accordance with claim 17 further comprising a step of outputting said generated image data of a 
subject from a selected viewpoint. 

19. Apparatus for generating frequency component image data representative of image information of a plurality of 
different spacial frequencies of an image of at least part of a subject from a predefined view, the apparatus com- 
prising: 

means for receiving a plurality of images comprising image data representative of a subject from a plurality of 
view points; 

means for determining for each of said plurality of received images, frequency component image data repre- 
sentative of image information of a plurality of different spacial frequencies within said images received by 
said receiving means and determining projections of said frequency component image data projected to said 
• predefined view; and ' 

means for utilising for each of said plurality of different spacial frequencies, said projections of frequency 
component image data to generate frequency component image data representative of spacial frequency 
information of an image. of at least part of said subject from said predefined view. 

20. Apparatus in accordance with claim 19, wherein said means for determining is arranged to determine frequency 
component image data representative of a lower spacial frequency by performing a blurring and sub-sampling 
operation utilizing said image data received by said receiving means. 

21. Apparatus in accordance with claim 20 wherein said means for determining is arranged to determine frequency 
component image data representative of a higher frequency by performing a differencing operation utilising said 
lower frequency component image data and said image data received by said receiving means. 

22. Apparatus in accordance with any of claims 19 to 21 wherein said means for determining frequency component 
data comprises: 



means for determining from said plurality of received images the relative positions of the viewpoints of the 
subject represented by said images; , 
modeling means for determining from said plurality of images and said determined positions, model data rep- 
resentative of the surface of said subject; and 

means for determining said projections utilising said position data and said model data of the surface of said 
subject. 

23. Apparatus in accordance with claim 22, wherein said means for determining relative positions is arranged to de- 
termine position data indicative of the relative position of said plurality of viewpoints for said received images by 
matching features within said images to determine relative position and orientation of the viewpoints. 

24. Apparatus in accordance with claims 22 or 23, wherein said modeling means is arranged to generate model data by: 

determining the portions of an image corresponding to the subject; and 

generating model data utilising a determination of the perimeters of said portion of said image and position 
data indicative of the viewpoint for said image. 
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25/ Apparatus in accordance' with any of claims 19 to 24 wherein said means for utilising is arranged to generate 
frequency component image data for different spatial frequencies by utilising each portion of said projections of 
frequency component image data for a frequency to determine frequency component image data representative 
of spatial frequency information of said spacial frequency for corresponding portions of said image. 

26. Apparatus in accordance with claim 25, wherein said means for utilising is arranged to generate frequency com- 
ponent image data for different spatial frequencies for an image from sajd corresponding portions of projections 
of frequency component image data in different ways for different spatial frequencies. 

27. Apparatus in accordance with claims 25 and 26, wherein said means for utilising.further comprises: 

means for determining visibility data indicative the relative visibility of portions of the surface of said subject 
from said viewpoints; 

means for associating portions of said projections of frequency component image data, with said visibility data; 

and ' . \ . . 

processing means for utilising said visibility data associated with portions of said projections to determine 
frequency component image data representative of frequency image information of an image of said subject 
from said predefined views. 

28. Apparatus in accordance with claim 27, wherein said processing means is arranged to generate frequency com- 
ponent image data by calculating for each portion of said image data for a said spacial frequency a weighted 
average of corresponding portions of projections of frequency component image data for said portion of said image, 
weighted by said visibility data associated with said portions of image data. 

29. Apparatus in accordance with claim 27] wherein said processing means is arranged to generate frequency com- 
ponent image data by selecting for each pixel of said image data for a said spacial frequency said corresponding 
portions of projections of frequency component image data associated with visibility data indicative of the highest . 
visibility. 

30. Apparatus for generating image data representative of an image of a subject from a predefined viewpoint, the 
apparatus comprising: 

means for generating frequency component image data representative of image information of a plurality of 
different spacial frequencies of an image of a subject from said predefined view comprising apparatus in ac- 
cordance with any of claims 19-29; and 

means for generating image data representative said image of said subject utilising said frequency component 
image data. 

31. Apparatus in accordance with claim 30, wherein said means for generating image data is arranged to determine 
for each portion of said image a determined the sum of frequency component image data for said different spacial 
frequencies. 

32. Apparatus in accordance with claims 30 and 31 further comprising output means for outputting said generated 
image data. 

33. Apparatus for generating image data of a subject from selected viewpoint comprising: 

map generating means for generating texture map data for texture rendering a model of said subject, com- 
prising apparatus in accordance with any of claims 30, 31 or 32; 

means for determining the projection of three dimensional computer model as perceived from said selected 
viewpoint; and 

means for texture rendering said projection utilising texture map data generated by said map generation 
means. . * 

34. An apparatus for generating texture render data comprising: 

a confidence image generator operable to generate a plurality of confidence images, said confidence images 
being representative of the relative visibility of parts of the surface of an object from defined viewpoints; 
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an association unit operable to associate each of said confidence images with a source image, at least one 
of the source images comprising an image other than an image of said object from the defined viewpoint 
represented by said confidence image; and 

a texture generator operable to generate texture render data by selecting portions of said source images on 
the basis of corresponding portions of said associated confidence images. 

35. A method of generating texture render data comprising the steps of: 

generating a plurality of confidence images, said confidence images being representative of the relative visi- 
bility of parts of the surface of an object from defined viewpoints; 

associating each of said confidence images with a source image, at least one of the source images comprising 
an image other than an image of said object from the defined viewpoint represented by said confidence image; 
and 

generating texture render data by selecting portions of said source images on the basis of corresponding 
portions of said associated confidence images. 

36. A recording medium for storing computer implementable process steps for generating within a programmable 
computer, apparatus in accordance with any of claims 19 to 34. 

37. A recording medium for storing computer implementable process steps for causing a programmable computer to 
perform a* method in accordance with any claims 1 to 18 or 35. 

38. A recording medium in accordance with claim 36 or claim 37 comprising a computer disc. 

39. A computer disc in accordance with claim 38 comprising an optical, magneto-optical or magnetic disc. 

40. A recording medium in accordance with claim 36 or claim 37, comprising an electrical signal transferred via the 
. Internet. 
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